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INSPECTION  REQUIREMENTS  FOR  WIRING 


Reference  Documents 


(CD  1002004  Process  Specification.  Epoxy  Bonding  of  Metallic 

and  Non- Metallic  Materials 


SCD  100677 S:  Insulation  Sleeving,  Electrical 
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Apollo  GAN  Specifics 
ND  1002069 
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*  ONLY  IF  INSULATED. 


9. 3.  5  Unless  otherwise  specified  by  the  applicable  drawing, 

2  shall  be  suitably  insulated  with  sleeving,  mylar  film, or 
other  approved  insulation  so  that  a  shorting  situation  will  not 


Apollo  G*N  Specification 


3. 4. 3.  2  Height  of  Interconnect  Material 
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Apollo  GAN  Specification 
ND  1002069 


PSA  and  GME  Modules 


he  lead  shall  be  trimmed  .  010" 

:  edge  of  the  ribbon  or  bus  wire; 
;ads  of  the  highest  level  shall  be 


The  interconnecting  material ^rihhonorbus^wlre) 
the  component  lead  (see  figure  7) 
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Figure 


.050“  Min.  Straight 


NOT  ACCEPTABLE  ACCEPTABLE 


ACCEPTABLE 
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of  specification  ND  1002025. 
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ohallW  provided  lo  the  cognizant  Quality  A* 


sc  Ft*  2)  If  lass  than  .  010'  clearance  exists.  Insulating  cement  per  *D1 002004,  Type  I. Type  U 


VPOLLO  OAK  Specification 


.  minimum  clearance  of  .020"  when  adjacent  to  insulated  wire.  This  u*  established  to  pr«  vent 
insulation  damage.  (Sea  Pig.  2A)  If  less  than  .  020”  and  at  least  .  010”  clearance  exists, 
insulating  cement  per  ND10020O4  Type  I,  Type  U  or  TypeV  shall  be  ap01*d  to  the  ribbon  or  campc* 
lead  completely  filling  the  gap  between. 


